





About This Manual

Storage and safety notice

Although charged Lithium-lon batteries may be left unused for several months, their
capacity may be depleted due to build up of internal resistance. If this happens they
will require recharging prior to use. Lithium-lon batteries may be stored at tempera-
tures between-20°C to 60°C, however they may be depleted more rapidly at the high
end of this range. It is recommended to store batteries within normal room tempera-

ture.


















Package Contents
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After opening the box, ensure the following accessories for the PA600 are present:

AC Adapter with universal
plugs

Stylus

USB Charging
Cables

Elastic Stylus String

Quick
CD-ROM Reference
Guide

If anything is missing or appear damaged in any way, contact your dealer.



A Tour of the PA600

The following sections describe the main components and features of the PA600.

Front Left View
1 8

No. | Component Description
1. Status indicator Indicates the battery charging and barcode scanning status.
Green - Battery is fully charged or barcode
scanning process is completed without error.
Red - Battery is charging, barcode scanner is fired /
activated.
2. Left scanner Press to activate the barcode laser scanner.
trigger button
3. Power button If the device is off, press this button to turn it on.
Alternatively, when the unit is on, this key must be
pressed and held down for about three seconds in
order to turn the device off.
4, Microphone Enables you to record voice audio.
5. Universal Connects your device to a USB charging/communication cable.
connector This USB cable connects to the computer’s USB port and accepts
the 5V AC adapter to provide power to the PA600. See pagel6 for
further instructions. The unit can simultaneously recharge and
perform an Activesync operation. You can also use it to connect
peripheral hardware, such as a docking station, to your device.
This port can also support USB and RS232 hosting for devices
such as a USB or RS232 scanner, keyboard, or USB memory
key.
6. Keypad Keypad interface for controlling the PA600. See Keypads
and Function Buttons on page 14 for more information.
7. LCD touch screen | Displays the applications and data stored on your device. It
is touch-sensitive and responds to the stylus or finger.
8. | Speaker Enables you to hear audio from the PA600.
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Back View
No. | Component Description

9. Battery compartment Houses the removable and rechargeable 3.7 V,
1950 mAH battery pack

10. | Battery compartment Opens the battery compartment.

release latch

11. | Reset button Press the end of the stylus into the button to
reset your device.

12. | Handstrap Enables you to securely hold the PA600 while
using it.

13. | Speaker Enables you to hear audio from the PA600.

14. | Stylus Enables you to interact with the operating system.
To use the stylus, remove it from its holder and
hold it the same way as you hold a pen or pencil.

15. | Strap holder Attachment location for holding hand strap,
carrying strap, and stylus.

16. | Memory card slot Accommodates Secure Digital memory cards and can
serve as a SDIO port.

17. | Barcode scanner window Scan barcodes window where the laser pass
through.




Getting Started

This section explains how to install and charge the battery, how to check battery sta-
tus, how to turn on the PA600, and how to calibrate the screen.

Installing the Battery

WARNING! There is a risk of fire and burns if the battery pack is handled improp-
erly. DO NOT disassemble, crush, puncture, short external contacts,
or dispose the battery pack in fire or water. DO NOT attempt to open
or service the battery pack. Dispose of used batteries according to
local recycling guidelines in your area.

A backup battery cell is embedded into your device to prevent data loss in instances
when the removable battery pack is removed or completely discharged. The backup
battery will keep the data and system setting for up to 6 hours if the main battery is
removed.

NOTE: To enable the internal battery cell to provide backup power supply,
charge your device with the main battery pack for at least 16 hours.

1. Open the battery compartment by pushing the latch in the direction of the arrow
and lifting up.

Compartment contacts

Plastic battery tab

Battery hook

— O |
_ﬂ ocﬂ

NOTE: The plastic battery tab makes it easy to remove the battery.
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2. Locate the backup battery switch and turn it on.

Backup battery
switch

3. Position the battery pack, making sure the battery contacts are aligned with the
contacts in the compartment and the battery is placed on top of the plastic tab,
as shown in the following illustration.

Contacts

Plastic tab

4. Slide the battery pack into the battery bay while simultaneously pulling the bat-
tery hook until the battery clicks into place.

Battery hook

5. Replace the battery compartment cover.



Charging the Battery

Before using the PA600 for the first time, you need to charge it for about 16 hours.
After that, you can charge the PA600 4 hours to recharge the battery to full capacity.
Charge the PA600 using the USB charging cable or the docking station.

CAUTION! Operating the PA600 for the first time without the AC adapter, and
without fully charging the backup battery may result in loss of data
stored in RAM memory. When the main battery is removed, the
backup battery retains RAM data in memory for 6 hours, please
charge the battery for the period to avoid the data loss in RAM mem-
ory.

NOTE: Data you entered may not be properly stored until the built-in backup
battery has been adequately charged.

Charging the Battery using the USB Cable

1. Press and hold the connector button on the USB charging cable and connect it
to the PAG0O (1).

2. Plug the AC adapter cable into the power jack on the USB charging cable (2).
3. Connect the AC adapter into an electrical outlet (3).
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Charging the Battery with the Docking Station

1. Plug the AC adapter cable into the power jack on the docking station, then con-
nect the AC adapter into an electrical outlet.

2. Slide the device into the docking station until it clicks
into place.

3. The connection is secure when the bottom edge of the
device is aligned with the docking station, and the LED
indicator on the device lights up red.

LED Status
LED Meaning
PAG00 Solid Red Charging
Solid Green Charging complete
Docking Power LED Power is on
Station : :
Charging LED: Charging (For spare battery only)
Sync LED Synchronization is taking place

Checking the Battery Status

If the battery level becomes low in the course of normal use, a status icon appears on the
device screen indicating low or very low battery status. In both cases, perform an Active-
Sync operation to back up your data, then recharge your device as soon as possible.

If the battery level reaches a low status, the device will enter sleep mode and cannot
be powered up until the battery is charged. Windows Mobile 5.0 will retain installed
applications and data when the main battery is completely drained for extended peri-
ods of time.

















